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Abstract 

Introduction. The increasing anthropogenic impact on water bodies necessitates integrated solutions to assess 
environmental risks. Literature describes the stages of risk assessment, the possibilities of environmental management, 
and expert analysis, while risk modeling in this field is being investigated. However, the potential for predicting risks to 
water quality and biodiversity during frequently performed hydraulic engineering works such as dredging has not been 
fully explored. The relevance and practical significance of such an approach are evident. This study aims to develop a 
mathematical model and software package that can assess risks to species diversity of the ecosystem of a shallow 
reservoir ecosystem during work in its water area. 

Materials and Methods. The starting point for the simulation was a description of the movement of water masses based 
on the Navier-Stokes equations and the continuity equation at variable density. We used the diffusion-convection 
equation to predict the transfer of suspended and dissolved particles, as well as to assess the impact of impurities during 
eutrophication. To create the algorithm, we utilized the terms and definitions defined by the state standard for risk 
management in emergency situations. 

Results. To test the solution, we took data on hydro-mechanical work in the port area of Arkhangelsk. We visualized 
the concentration fields of suspended particles 0, 15, 30 and 45 minutes after the soil was unloaded. It was found that 
during the settling of the suspension, the area of its distribution expanded significantly, and this was fully consistent 
with the data of field experiments during dredging. We calculated and tabulated the volumes of contaminated water at 
soil dumps in three sites (with a single discharge and in total). To assess the risks to the Sea of Azov, we used the 
maximum concentrations of pollutant (copper) obtained through measurements, modeling and remote sensing of the 
Earth. In tests to determine the potential danger of the substance, we assumed that its concentration caused a reaction in 
50% of organisms. For fish, the potentially dangerous concentration was 4 mg/l with a duration of 96 hours of exposure. 
For zooplankton — 50 mg/l and 48 hours. For microalgae, 20 mg/l and 72 hours. The normalized risk value R,, ~ 0.52 
was obtained. The risk of copper concentration of 80 g/l in the waters of the Azov Sea was recognized as significant. 
A tendency towards increasing salinity and stratification of water masses in terms of oxygen content has been 
identified, consistent with the findings of expeditionary research. 

Discussion and Conclusion. The developed approach has allowed us to assess the change in the quality of the waters of 
the Azov Sea and describe some transformations of the water area. Specifically, we are talking about the distribution of 
suspended particles and areas of their deposition. These processes can lead to changes in the bottom topography, which 
in turn can reduce the species diversity of the ecosystem. 


Keywords: hydrochemical parameters of the water area, forecasting the spread and deposition of suspended particles, 
modeling the spread of pollutants, reducing the species diversity of the aquatic ecosystem 
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AHHOTalna 

Beedenue. Ycunenue anTponorenHoro BO3ACHCTBUA Ha BOJHbIC OOBEKTHI TpeOyeT KOMIMICKCHBIX PeLICHHH JIA OL|CHKU 
9kKOIOrMYeCcKHX pucKoB. B WMTepatype OMMCaHbI 9TAaMbl OLCHKH, BO3MO2XKHOCTH SKOJIOrHYeCKOrO MeHeJKMeHTa U 
9KcliepTHoro aHau3a. Ucciegqyetca MoyeMpoBaHve pcKoB B aHHOM ccdepe. IIpu 2sToM He u3yyeH NOTeHUMa 
IIpOrHOSHpOBaHHA PUCKOB JIA COCTOAHMA BOLI H OMOpasHooOpa3HA B XOJe YaCTO BBIMOJIHACMBIX THAPOTEXHHYECKHX 
padoT, HalpumMep WHoyriyOneHua. OueBHHbI aKTYAaJIbBHOCTb MU BaxKHOe IPHKaqHoe 3HayeHHe Takoro no”xosa. Lier 
YcCIeqOBaHuA — OMMcCaHWe MaTeMaTH4eCKOM MOeIM HM MpOrpaMMHOTO KOMIUIeKCa, KOTOPble MO3BOJIAT OL|CHHBaTb 
PHCKH JIA BUAOBOTO pasHOOOpa3HA IKOCHCTEMBI MCJIKOBOAHOTO BOOeMA TIP MpOBeseHHH paooT B aKBaTOPHH. 
Mamepuaaot u memoodoi. UcxoyqHoit Toukoi MoyetupoBaHHa OBO OMMCaHHe Mpolecca ABWKeHHA BOJHBIX Macc IO 
ypapHeHuim Happe — CToKca M Hepa3pbIBHOCTH Mp WepeMeHHOM WIOTHOCTH. YpaBHeHve Aupdy3Hu-KOHBeKIMM 
YCHOIb30BaIIM JIA IpOrHO3HpOBaHHA WepeHoca B3BeIICHHBbIX HM paCTBOPeCHHBIX YaCTHI MW OWCHKM BIIMAHUA TIpuMeceli 
IIpH sBTpoduKannu. Co3qaBad alropTM, 3ajeHCTBOBaIM TepMHHbI U OMpeseweHua, UpHHATEIe PocctaHyapTom JIA 
ynpaBJIeHia pHckaMH B 4pe3BbI4aHHOn CUTyalMn. 

Pe3yivmamot uccredosanua. Jia TecTupoBaHNA PeWICHHA B3AJIM TaHHbIe O THpOMexaHHyeckux padoTax B paiioHe 
nopra ApxauresibcKa. Bu3yasIM3HpoBasI MOJIA KOHWCHTpallHi B3BeWICHHBIX YacTHy, yepe3 0, 15, 30 u 45 MunyT nocse 
BbIrpy3KH TpyHTa. YcTaHoBIeHO, YTO B Mpolecce oceqaHHA B3BeCH OONacTb ee paciipocTpaHeHuA 3HayHTeJIbHO 
paciiupsetca, MW 9TO MONHOCTbIO cormacyeTcd C aHHbIMH HaTYPHBIX 9KCIeCpHMeHTOB pH npoBpeyeHun 
JHOYTyOUTeIbHBIX padoT. PaccyntTasH U CBeJIM B TaOIMIy OOBeEMBEI 3arpA3HCHHOM BOI Ip OTBasIaxX TpyHTa Ha Tpex 
yuacTkax (lIpH O4HOKpaTHoM cOpoce u B cyMMe). Jia OlleHKH pucKkoB A30BCKOrO Mops OpasIM MaKCHMaJIbHBIe 
KOHI[CHTpallHi 3arpA3HAIOWIero BeLecTBa (Me), TOJIYYCHHBIe B XOe 3AMepOB, MOJeIMpOBaHHA HW AMCTaHUMOHHOrO 
30HQMpoBanua 3emiu. B Tectax [UIA OMpeyeueHHA NOTeCHIMAIbHOM OMAaCHOCTH BeLIeCTBa UCXOAMIIM 43 TOTO, 4TO ero 
KOHI[CHTpallHa BbI3bIBaeT peakyHIo y 50 % opraHu3mos. Jia ppiO MOTeHIMaIbHO ONacHad KOHWeHTpalua — 4 mr/I 
Ip WMTebHOCTH BIuaHuA 96 4. J[na 300NmMaHKTOHa — 50 mr/n u 48 4. Jina MukpoBogopocret 20 mr/m u 72 4. 
Tlosy4eno 3HaveHve HOpMasM30BaHHOrO pucKa — R,, ~ 0,52. [pu3sHan 3Ha4HMbIM PHCK KOHWeHTpalHu Mewn 80 MKr/I 
B Bogzax A30BCKOrO Mops. BpiaBieHa TeHACHIMA yBesIM4eHHA COMeHOCTH A30BCKOrO Mops H CTpaTH@uKalHA BOAHBIX 
Macc 110 COJep»KaHHtO KUCIIOpoNa, YTO CorsacyeTcaA C pe3yIbTATAMM SKCIeTMUMOHHBIX HCCIeqOBaHHH. 

O6cystcoenue u 3aknrouenue. Pa3spadoTaHHbI NOAXO WO3BOJIMI OIlCHUTh H3MeHeHHe KayecTBa BO, A30BCKOrO Mops H 
OMMCaTb HeKOTOpbie TpaHc(opMallHH akBaTopHH. Peub uyeT, B YaCTHOCTH, O paciipocTpaHeHHH B3BeICHHBIX YacTHI HU 
0 palionHax Mx OceqaHHa. YKa3aHHble MpOUecchl OOyCIOBIMBAaIOT M3MeHeHHe pebedba Ha, KOTOPOE, B CBOIO O4epesb, 
MOET IIpHBeCTH K COKpalljeHH!O BUJOBOTO COCTaBa BOJOeMA. 


KoroueBple CJ10Ba: THAPOXUMUYeCKHe TapaMeTpbI aKBATOPHN, MpOrHo3 paciipocTpaHeHuA WU OCAKTCHHA B3BCIICHHBIX 
YacTHUW, MOJCJIMpOBaHHe paCUpocTpaHeHHaA 3arpxA3HAIOWUIMX BeHTeCCTB, COKpalleHHe BHAOBOTO pa3Hooopa3n4 BOJHOM 
SKOCHCTCMbI 


Buaarogxapnocru. ABTODBI BbIparxKatot OaroqapHOcT petakKWHH UW peleHseHTaM 3a BHHMaTeJIbHOe OTHOMICHHe K 
CTaTbe HW 3aMC4aHHA, KOTOPble MO3BOJIMJIN NOBbICHTb Ce KadeCTBO. 


@unancuposanne. UccreqoBanue BbINOHeEHO Mp PuHaHcoBoH MoAAepxKe PH® B pamMKax Hay4Horo Mmpoekta 
Ne 21—71—20050. 
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Introduction. The development of the economy is accompanied by large-scale works on the territory of water bodies. 
The examples include the construction of the Golden, Russian and Crimean bridges, dredging in order to expand water 
areas for navigation, laying underwater gas and oil pipelines, and much more. Fundamental part of such projects is the 
assessment of potential environmental impacts and risk forecasting. In Russia, these issues are regulated by the 
Requirements for Environmental Impact Assessment Materials'. Additionally, GOST R ISO 14001-2016, which is the 
official translation of the international standard ISO 14001:2015, is used to define the activities of enterprises and their 
environmental management systems when forming applications and implementing projects. It is worth noting that the 
current version of the standard is focused on preventing emergency situations, rather than eliminating their consequences. 

The authors of [1] identify three stages of environmental risk assessment, while work [2] describes five stages. 
Paper [3] focuses on the risks of oil and gas companies. It also discusses positive aspects of the implementation of an 
environmental management system. 

A significant part of the materials is devoted to the development of corporate environmental management systems to 
ensure international or national security in the field of ecology [4]. In[5], the correlation of the company's 
environmental responsibility and the value of its shares on the stock market are studied. A similar problem is considered 
in [6]. The point is that the environmental responsibility of the French company has affected the growth of its market 
value. The impact on the capitalization of the Green Company Awards was assessed, which recognizes the best 
facilities and enterprises from the point of view of ecology [7]. In many cases, an expert approach to assessing 
environmental risks of companies is taken into account [8]. However, it has significant drawbacks related to the 
subjectivity of conclusions and the complexity of processing a large amount of information in conditions of 
uncertainty [9]. Therefore, mathematical methods of risk assessment are more preferable. 

Paper [10] describes popular approaches to risk assessment with an emphasis on the index approach. In [11], the 
authors consider a model for assessing environmental risks using the Dempster-Schafer evidence theory, which has 
proven itself well in solving problems under conditions of uncertainty. Nevertheless, its practical application is 
complicated by the need for many complex calculations, including combined ones. Article [12] describes a 
mathematical model based on a probabilistic approach and the determination of the integral value of risk assessment. 
The literature does not consider the possibility of predicting a set of risks for the state of water and biodiversity when 
performing hydraulic engineering works. However, it is precisely this approach that should be recognized as relevant, 
having obvious practical significance at the present stage of economic development. 

The aim of the presented study was to describe a mathematical model and a software package that allowed assessing 
vulnerabilities and risks for the hydrochemical parameters of water area and species diversity of the ecosystem of a 
reservoir when deepening the bottom of a shallow reservoir. First of all, it concerned forecasting the propagation and 
deposition of suspended particles. These processes significantly affect the relief of the bottom surface. In addition, 
zones of distribution of pollutants were modeled. Their toxicity can become a factor in reducing the species diversity of 
aquatic ecosystems. 

Materials and Methods. To predict the results of anthropogenic impact on a reservoir ecosystem (for example, 
during dredging), a comprehensive mathematical model of suspended particles movement in the water environment was 
proposed. It took into account wind currents, the movement of the aquatic environment and river flows, water body 
geometry, turbulent exchange, and variable density of the aquatic environment, which could be influenced by factors 
such as salinity or suspended matter. The model also considered the deposition rate of each particle fraction, determined 
by its size and shape. In addition, it could be supplemented by a model for reservoir eutrophication, which would take 
into account nutrient levels and their impact on processes within the reservoir. 

Problem statement 

A model of water movement. To describe the movement of water masses in a water body, we used a hydrodynamic 
model [13]. This model included the following expressions: 

1. Navier—Stokes equations of motion: 


Ou Ou Ou Ou 10P Oo ( x) O Ou O ( =) 
+u FY w—= - nm wm v : 
ot Ox oy Oz pox axl ox) oOy\ OV) a&\ a 
Ov Ov Ov Ov 10P 0 Ov O Ov O( ov 
+u—-+v w—= u + u + Vv ; (1) 
ot Ox oy (oa poy ox ax) Ov\ Oy) O&\ a 


Ow Ow Ow Ow 10P Oo ( o) O Ow O ( =) 
u y w= mw mm Vv +g, 
Ot Ox Oy Oz poz ox\ ox 


' On approval of requirements for environmental impact assessment materials. Order of the Ministry of Natural Resources and Ecology of the 
Russian Federation. URL: https://docs.cntd.ru/document/573339130 (accessed: 26.02.2024). (In Russ.). 
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Here V={u,v,w} — velocity vector of the water medium [m/s]; P — pressure [Pa]; p— density [kg/m*]; 
u, v— horizontal and vertical components of turbulent exchange coefficient [m7/s]; g — acceleration of gravity [m/s’]. 
2. Continuity equation in the of variable density: 
Op, A(pu) o(py)  o(pw)_4 
Ot Ox Oy Oz 
The initial and boundary conditions for the system of equations (1) and (2) were described in detail in [13]. 
A model for suspended particles propagation. To predict the transport of both suspended and dissolved particles, 
we used a diffusion-convection equation [14]: 


(2) 


O(uc.) A(ve,) Ol(w+w,,.)c, ; 
Bey 5 O(wer) | O(ver) | O((w# ar) | 2,2), 2 pe}, 22), 6) 
Ot Ox oy Oz oxi ox) Oy Oy) O\ a 
where c, — concentration of the r-th fraction of suspension [mg/l]; ws, — rate of gravitational deposition of the r-th 


fraction of suspension [m/s]; F. — intensity function of the sources of the r-th fraction of suspension [mg/(I:s)]. 

System of equations (3) was considered under the initial and boundary conditions described in detail in [14]. 

Based on system (1)-(3), it was possible to simulate the processes of movement and deposition of suspended 
particles during dredging, as well as consider the possibility of optimizing the areas of soil dumps. It was advisable to 
use these models to reduce harm to the ecosystem of a reservoir. 

An eutrophication model. To assess the effect of impurities, let us consider a model of eutrophication of waters 
based on diffusion-convection equation [15]: 


aS, d(uS,) A(vS,) O((w+w,,)S,) °/ $s.) a( as, o/ ss.) 
+ + + = ey + a So v +, (4) 
ak & a a) al aw) al & 


where S, — concentration of the r-th impurity [mg/l]; w;,,— rate of gravitational deposition of the r-th impurity [m/s]; 
F,— function describing the intensity of a chemical-biological source of the r-th impurity [mg/(I's)]. 

System of equations (4) was considered under the initial and boundary conditions, which were given in [15]. 

You can use (4), in particular, to describe: 

—the influence of impurities entering the reservoir as a result of anthropogenic impact, for example, in an 


emergency situation or wastewater discharge; 

— processes of oxidation and reduction of manganese; 

— oxidation of hydrogen sulfide; 

— calculation of the concentration of dissolved oxygen in water. 

Data on the location of sources can be obtained using remote sensing of the Earth. 

An algorithm for assessing the risk of anthropogenic impact. Known approaches to risk understanding were 
systematized in [16]. This paper used the definition of risk according to GOST R 55059-20127. Risk is the probability 
of an emergency or the expected amount of damage associated with the realization of an adverse events. Let us consider 
an example when impurities enter the water that negatively affects the ecosystem: 

R=Efs-Es. (5) 
Here R — risk factor; Efs — potential danger or toxicity of the impurity; Es — exposure factor or the amount of 
impurity in terms of one biological target. For a reservoir, the exposure factor could be calculated using formula: 

Es =S-Ps-kpa, (6) 
where S — impurity concentration specified or calculated based on model (4); Ps — hydrolysis rate index; 
kg4 — bioaccumulation? or accumulation factor (for example, heavy metals) [17]. 

In world practice, it is customary to use a set of standardized tests* to determine the potential danger of an impurity 
or a contaminant Efs. In the European Union countries, quantitative assessments of the toxicity of the substance 
described below are distinguished. 

— NOEC — no observed effect concentration, the maximum inactive concentration of the substance. As a rule, this 
concentration, compared with the control one, does not cause a statistically significant negative effect (the probability of 
its occurrence does not exceed 0.05) during a given exposure time. 


? GOST R 55059-2012. Safety in emergencies. Emergency risk management. Terms and definitions. Moscow: Standartinform, 2018. 8 P. (In Russ.) 

3 Methods for Measuring the Toxicity and Bioaccumulation of Sediment-Associated Contaminants with Freshwater Invertebrates. Second edition. 
Washington: United States Environmental protection agency; 1994. 148 p. 

* Guidance on information requirements and chemical safety assessment. Appendix R10-2 Recommendations for nanomaterials applicable to Chapter 
R.10 Characterisation of dose [concentration] — response for environment. European Chemicals Agency. URL: https://echa.europa.eu/guidance- 
documents/guidance-on-information-requirements-and-chemical-safety-assessment (accessed: 26.02.2024). 
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— LOEC — lowest observed effect concentration. Its action causes a response from the tested organisms. These can be 
metabolic disorders, as well as disorders of growth, development, reproduction, and even death. LOEC values are higher 
than NOEC values. If the effect (percentage of effect) of LOEC is known, you can roughly determine 
NOEC: NOEC = LOEC/ 2 (at 10% <LOEC < 20%). That is, if LOEC affects 10-20% of the study population, then the 
NOEC value can be roughly defined as half of LOEC. 

— MATC — maximal acceptable toxicant concentration. This is a calculated parameter defined as the geometric 
mean of NOEC and LOEC; 

— EC, — effect concentration (concentration of the effect at which x% of the effect is observed compared to the 
control group). That is, it is the concentration of a substance at which a response is observed in x% of the tested 
organisms. For example, at ECs concentration, 50% of organisms react. A statistical method (for example, 
regression analysis) is often used to calculate this criterion. At the same time, it is necessary to use a sufficient 
number of concentration groups (doses), since the accuracy of the assessment depends on the number and range of 
concentrations, and not on the sample size for each concentration. Along with the abbreviation EC, abbreviations 
LC, or L(E)C, are used. 

Within the framework of this study, three sets of tests applicable to natural water bodies were considered. 

Results. Based on the considered models and approaches to risk assessment, the five-step algorithm described 
below was formed. 

Step 1. Study of the characteristics of the water area (geographical, climatic, hydrological). This step also meant 
considering potential sources of suspension and impurities, such as work on the expansion and cleaning of the water 
area, river runoff, industrial discharges, shipping, etc. It was also necessary to determine the volume of suspended 
material that could be present. 

Step 2. Modeling scenarios for the propagation of suspensions and impurities based on equations (1)-(4). 

Step 3. Assessment of toxic effect Efs according to three selected tests. 

Step 4. Assessment of risk factor for each substance based on (5)-(6) and calculation of normalized risk factor 
R, € [0, 1]. For normalization, we used formula (S' — Simin)/(Smax — Smin), Where Smin and Smax — minimum and maximum 
concentrations of the substance in question. 

Step 5. Formulation of preliminary conclusions. We considered the risk to be high at R,>0.55, significant at 
0.3 < R, < 0.55 and absent at R, < 0.3. 

Steps 2-4 can be repeated if you need to determine the best way to carry out the work. For example, during 
dredging, it was possible to simulate the distribution of suspended solids for various soil discharge points and assess the 
damage caused to the ecosystem. 

A software package in C++ has been developed for the numerical implementation of models (1)-(4) and the above- 
described risk assessment algorithm for anthropogenic impact. It combined four software modules. The purpose of each 
of them is described below. 

1. Calculation of the three-dimensional velocity vector of the aqueous medium based on the system of 
equations (1)—(2). Complex geometry of the computational domain was taken into account. 

2. Calculation based on the system of equations (3) of the transfer of suspended particles and their settling. In this 
case, we mean a multicomponent suspension. 

3. Modeling of eutrophication of a reservoir based on system of equations (4). Phyto-, zooplankton, as well as 
13 chemical elements and their compounds, which significantly affected the hydrobiological processes of the reservoir, 
were taken into account. These were dissolved oxygen, iron, sulfur, hydrogen sulfide, sulfates, sulfites, nitrogen, 
ammonium nitrogen, nitrites, nitrates, phosphates, silicates, silicic acid. 

4. Assessment of risks of anthropogenic impact based on the algorithm described above. 

Modeling of the processes of movement and sedimentation of suspension during soil dumping. The developed 
software package simulated siltation processes of navigable channels of the Don. In addition, it allowed us to study the 
transport of suspended particles and the reshaping of the bottom surface in the Azov Sea. Special attention was paid to 
the coastal and estuarine zones. In addition, the software was used to assess the environmental condition of water areas 
during dredging operations in the Dvina Bay of the White Sea. 

As an example, let us consider modeling the processes of movement and deposition of suspended matter during 
work on expanding the water area [18]. To this end, we used data on work in the Arkhangelsk port area. To simulate the 
propagation and deposition of suspended particles, a 3 km long section along the flow direction was taken as the studied 
area of the reservoir. Its width was 1.4 km, its depth was 10 m. 

Physical parameters of the aqueous medium and suspended matter: 

— flow velocity — 0.2 m/s; 

— suspended matter density — 1,600 kg/m’; 

— suspended matter deposition rate — 2.042 mm/s; 
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— content of particles with a diameter of less than 0.05 mm in the soil — 26.83%; 

— volume of the discharged bulk material — 741 m?. 

Parameters of the calculated area: 

— step along horizontal spatial coordinates — 20 m; 

— height step — 1 m; 

— estimated interval — 2 hours; 

— time step — | minute. 

Figure 1 shows the concentration fields of suspended particles (in mg/l) corresponding to different time intervals. A 
three-dimensional slice shows a section of the calculated area with a plane that passes through the discharge point and is 
formed by vectors directed vertically and along the flow (from left to right). 


z,m z,m 
mg/l mg/l 
58,900 491 
44,175 368 
5 =5 
® 29,450 245 
14,725 123 
16 0 i 0 
0 500 1,000 x,m 0 500 1,000 x,m 
a) b) 
z,m 
mg/l 
227 
170 
= 
1113 
57 
0 -10 
0 500 1,000 x,m 0 500 1,000 x,m 
c) d) 


Fig. 1. Fields of concentration of suspended particles (in the “depth — width” section of the reservoir) at different time intervals from 
the moment of soil unloading: a — T= 0; b — T= 15 min; c — T= 30 min; d— T = 45 min. 
The color scale indicates the concentration of the suspension. The horizontal axis represents data on the width of the reservoir, while 
the vertical axis represents data on depth 
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Based on the results obtained, the volume of polluted water was calculated at soil dumps at three discharge 
sites (Table 1). 


Table 1 
Volumes of polluted water during soil discharge at three sites, million m? 
Volume of polluted water at one Total volume of polluted water 
discharge, taking into account 
the concentration of suspended matter taking into account the concentration 
in water Volume of suspended matter in water 
ite of discharges 
from 0.25 from 20 from 0.25 from 20 Total 
more than more than 
100 mg/l 100 mg/l 
to 20 mg/l | to 100 mg/l ae to 20 mg/l | to 100 mg/l a 
1 0.890 0.245 0.150 124 110.36 30.38 18.6 159.34 
2 0.813 0.202 0.105 50 40.65 10.10 5.25 56.00 
3 0.889 0.240 0.150 45 40.01 10.80 6.75 57.56 


It can be seen from the table that when the soil was discharged, a high concentration of suspension was fixed in a 
relatively small volume of water (this is, for example, part of the water that was mixed with the soil). A larger 
amount of water had a lower concentration (such as water in the immediate vicinity of dumped soil). Significant 
amounts of water were polluted with a lower concentration of suspension during the discharge of soil, its 
sedimentation and transfer by current. 

The areas of soil discharge and the number of discharges were determined according to the terms of reference for 
work on deepening the port's water area. The areas of the reservoir in which the death of phyto- and zooplankton was 
possible were identified. The areas of these areas were calculated. 

Assessment of the ecological state of the Azov Sea water area. The ecological state of a shallow water body, such 
as the Azov Sea, was assessed using two different approaches. The first approach involved analyzing databases 
containing constantly updated data, which were the results of expedition surveys conducted by the authors of this study 
in the Azov-Black Sea region. The second approach involved the use of software that simulated the hydrodynamics, 
hydrobiology, and transport of particles in a reservoir. Based on these comparisons, mathematical models were 
calibrated and validated in order to obtain more accurate risk assessments. 

The software package allowed us to assess the risks associated with such phenomena as: 

— exceeding the maximum permissible concentrations of dangerous pollutants; 

— rapid growth in the process of eutrophication of harmful and toxic algae (also known as “water blooming”’). 

Thus, by using the new software, it was possible to reduce the costs of expeditions for water sampling. 

It should also be noted that data from remote sensing of the Earth were used to monitor the ecological state of the 
studied water body. 

Here is an example of how the measurement data from an expedition was processed. Let us take the process of 
copper discharge from metallurgical plants and its flow into the Azov Sea through the Don River. Copper is a heavy 
metal that can accumulate in living organisms to dangerous levels. 

When assessing the risks associated with a shallow reservoir, such as the Azov Sea, maximum values of pollutant 
concentrations obtained from measurements, mathematical models, and remote sensing data were used. At a specific 
point in the reservoir, a measured or calculated concentration value of the pollutant was selected. Let us assume that the 
measurements revealed an actual concentration of suspended matter in the water to be 80 micrograms per liter. 
Depending on the location and depth of sampling, copper concentrations in the waters of the Azov Sea ranged from 
0.001 to 100 micrograms per liter. 

Hydrolysis rate index for copper was assumed to be equal Ps= 1.5, bioaccumulation factor (accumulation 
of matter) — kg, = 2. Then according to (6) exposure factor E's = 240 mcg/L. 

As noted above, three tests were considered to determine the potential danger of substance Efs: 

— LCs for 96 hours for fish (sander) — 4 mg/l; 

— LCs for 48 hours for zooplankton (daphnia) — 50 mg/1; 

— LCso for 72 hours for inhibition of microalgae growth — 20 mg/l. 
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Let us take into account (5) and the algorithm described above. We get normalized risk value R, ~ 0.52. Thus, the 
risk of the presence of copper at a concentration of 80 micrograms per liter in the waters of the Azov Sea can be 
characterized as potentially significant. 

It is also worth noting that the model (1)-(4) made it possible to track the trend of increasing salinity of the 
Azov Sea and the stratification of water masses by oxygen content. This was consistent with the results of earlier 
expedition studies [19]. 

Let us focus on the implementation of the 4th step of the algorithm, that is, on the assessment of the risk factor for 
each pollutant. Using the system (5)-(6), the calculation of normalized risk factor R, € [0,1] and the developed 
software package, the maximum concentrations of the main pollutants characteristic of the Azov Sea were calculated. 

The final risk analysis was carried out based on the results of processing the expedition data and the results of 
mathematical modeling. Judging by the water pollution index, the ecological condition of the Azov Sea was improving. 
Previously, water had been defined as “significantly polluted”, then as “moderately polluted” [19]. 

Discussion and Conclusion. The proposed software solution allows us to predict the effects of human activity on 
the water quality of the Sea of Azov. The developed software package enables us to simulate the movement of 
suspended particles within the water body, and identify areas where they may settle. These processes can alter the 
bottom topography, potentially leading to a decrease in species diversity in the areas where sedimentation occurs. Based 
on the results of our simulations, we can take steps to reduce the area of soil dumped during dredging, thus limiting the 
damage to the reservoir's ecosystem. By analyzing the data generated by the software, we can assess the potential 
negative impacts associated with economic losses and risks to human health. 
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O6 aemopax: 

AsekcaHip Eprenbesny Unctakos, JOKTop (u3HKO-MaTeMaTH4ecKuXx Hayk, Ipodeccop KadbexpHl MporpaMMHoro 
oOecHeuveHHA BBIYMCIUTeIBHOM TeEXHHKM HW AaBTOMATH3HPOBaHHBIX CucTeM JloHCKoro rocyapcTBeHHOTO TeXHHYecKoro 
yHuBepcuteta (344003, P®, r. Pocros-Ha-Jlony, mu. Darapuua, 1), SPIN-Kog: 1135-8843, ORCID, ResearcherlD, 


ScopusID, cheese_05@mail.ru 


Wnna FOpresua Ky3Helopa, ctapiiii mpenosapateib Kadeapbl MaTeMaTHKH uM wHdopmMatTuKu J[oHCKoro 
rocyapcTBeHHOrO TexHHWYecKoro yHuBepcuteta (344003, P®, r. Poctos-Ha-Jjony, mu. Tarapnua, 1), 
SPIN-koz: 8806-8134, ORCID, ResearcherID, ScopusID, inna.yu.kuznetsova@gmail.com 
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3aAeNeHHbIU 6KIAO aemopoe: 

A.E. Uuctakop — onMcaHve TeopeTuyeckoii 4vacTH ucceqoBaHua, pa3paboTKa MporpaMMHBIx MOJyJlei WIA 
pacueta Mpoleccos ruqpoquHaMuKH U ruyApoOuoNoruu. 

V..fO. Ky3Herjopa — pa3paO6oTka MporpaMMHbIxX MO/lyJIeii WIM pacueTa MpolleccoR WBwKeHHA HM OceqaHHA 
B3BeLICHHBIX YaCTHI M OLCHKH MapaMeTpa pUCKa AHTPONMOTeHHO"O BIMAHUA, OPOPMIeHHve HayyHOH CTaTbH. 


Kondauxm uHMepeCoO6. ABTOPBHI 3aABILALOT 060 OTCYTCTBHU KOH@JIMKTa WMHTepecos. 


Bce aemopoi npowumaau u odobpuau oKOHYaMebHolU Bapuanm pyKonucu. 
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